
Seeder for leaf crops 
Seeder for leaf crops produced by Uriel & Sons Ltd. The tool is comprised of a central 
unit that is attached to a tractor at three points or by fast coupling.
The central unit comprises the seed container (which contains the seed 
mechanisms), the seed shelf, and compacting rollers.
The front roller serves also for driving the toothed wheels and the dosage gear.
Tool coupling:
The coupling of the tool is carried out with a fast coupling triangle or by connection 
at three points (Category 2 pins).
Strictly adhere to safety precautions when coupling the tool and pay attention to 
the people around you.
Operating instructions:
Work with a tractor should be carried out at a driving speed of up to 10 km/h.
The seeder should be adjusted so that the height of the rollers is relatively equal to 
the ground level.
The depth of the sawing legs should be about 5 cm inside the ground (depending 
on the soil and on the grower's desire).
Remember: Working at a right height and speed will extend the life of the seeding 
machines and increase the cultivation accuracy.
Maintenance instructions:
The tool bolts should be tightened and checked after 10 acres, and the chains' 
tension at least once a month.
Tool greasing: The grease in all 7 bearings should be checked once a month.
Oiling: The chains should be oiled once a month and after a long idle time. Oil 
should be checked in the gear openings prior to beginning any work.
Storage at the end of a workday:
The tool should be stored in a shaded area (to protect the pipes). For storing the 
tool after a season, pour a little oil on the chains so that they would not rust. It also 
necessary to oil the chains before starting work.



Preparing the tool for work:
Check the integrity of bearings, chisels in the sawing legs, oil in the gear, oil on 
chains and the integrity of the pipes and replace them if necessary.
It is important to prepare the tool several weeks before starting work. A service 
consultant can be invited free of charge for a pre-season review, subject to advance 
appointment.
Safety:
1. The operator must be adult and must hold a tractor driving license.
2. The machine should be operated by a single operator and at his responsibility.
3. Mandatory protective clothes: working shoes and long working clothes.
4. It is forbidden to operate the seeder when tired, drunk, and the like.
5. It is necessary to ensure the machine integrity must be: Do not operate it in case 
of missing parts or loose bolts.
Warranty:
The tool is under warranty of ___ years, starting on _______ .
1. The warranty does not cover the wear of chisels or screws.
2. The warranty does not cover bearings and rollers.
3. The warranty does not cover transporting the tool to the service station and 
back, direct or indirect expenses due to loss of hours or days of work.
4. The warranty does not cover any part damaged by improper use, by incorrect 
maintenance, or by using non original spare parts.


